








PRESENTAZIONE - COMPANY PROFILE

La "Tras-Mec SrlI” opera nel settore del trasporto interno dal 1984 e si pone oggi sul mercato come punto di
riferimento ideale per impiantisti, professionisti ed aziende italiane ed estere per la consulenza, progettazione e
cosfruzione di convogliatori aerei monorotaia e birotaia.

La trentennale esperienza maturata nel settore della movimentazione interna, unitamente alle grande versatilita
dei modelli proposti, alla capacita di offrire soluzioni personalizzate per qualsiasi esigenza e ai servizi di
consulenza-assistenza almontaggio-e manutenzione, fanno della "Tras-Mec Srl” unriferimento a 360°, garantendo
al cliente I'affidabilita di un unico interlocutore, dalla progettazione alla manutenzione ordinaria.

"Tras-Mec Srl” has been engaged in the field of internal handling systems since 1984 and its current position in
the market allows it to represent now an ideal reference company for plant engineers and professionals of Ifalian
and foreign companies for consultancy, design and construction of monorail and birail aerial conveyors.

The thirty-year experience in the field of internal handling systems, the great versatility of proposed models, the
possibility of offering customized solutions for any needs, as well as assembly and maintenance
assistance-consultancy service allow "Tras-Mec Srl” to represent a real reference in the round, assuring its
customers the liability of only one interlocutor, from design to ordinary maintenance.

CONVOGLIATORE A MONOROTAIA AEREO/AL SUOLO
AERIAL/FLOOR-STANDING MONORAIL CONVEYOR

MODELLO CARICO ROTTURA CATENA CARICO MAX A GANCIO PASSI DI APPENSIONE GANCI | TEMPERATURA MAX DI UTILIZZO

MODEL CHAIN BREAKING LOAD MAX LOAD PER HOOK HOOKS SUSPENSION PITCH MAX UTILISATION TEMPERATURE
ML 28 2.500 daN 30 daN 250/300/400 mm. 220°C
MM 37 4.600 daN 70 daN 250/300/400 mm. 220°C
M 40 5.000 daN 80 daN 250/300/400 mm. 220°C
MP 45 10.000 daN 150 daN 250/300/400 mm. 220°C
M 52 10.000 daN 250 daN 250/300/400 mm. 220°C

CONVOGLIATORE A BIROTAIA AEREO/AL SUOLO
AERIAL/FLOOR-STANDING BIRAIL CONVEYOR

MODELLO CARICO ROTTURA CATENA CARICO MAX A GANCIO PASSI DI APPENSIONE GANCI | TEMPERATURA MAX DI UTILIZZO
MODEL CHAIN BREAKING LOAD MAX LOAD PER HOOK HOOKS SUSPENSION PITCH MAX UTILISATION TEMPERATURE
BL 28/28 2.500 daN 30 daN 250/300/400 mm. 220°C

BM 37/37 4.600 daN 70 daN 250/300/400 mm. 220°C

BP 40/45 5.000 daN 80 daN 250/300/400 mm. 220°C

BP 45/45 10.000 daN 150 daN 250/300/400 mm. 220°C

BP 45/56 10.000 daN 400 daN 250/300/400 mm. 220°C

Finitura: verniciatura a polvere - zincatura elettrolitica - zincatura a caldo e inox.
Finishing: powder painting - electrolytic zinc-plating - hot zinc-plating and stainless-steel plating.
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